Previous Router 



Compressed 
packet stream 



118 





104 



112 




102 



116 



Uncompressed 
packet stream 



/ 12 



22 



108 



124 



110 




126 



New Router 



FIG. 1 



108 



204 



© 
© 

® 




© 
© 



120 





110 




224, 





Uncompressed header 
Compressed header 
Payload 



222 CN: Correspondent Node 



FIG. 2 




FIG. 3 




CN: Correspondent Node 



FIG. 4 




START 



I 




ESTABLISH 
CONNECTIVITY 



I 



SEND MESSAGE 
TO NETWORK 
ELEMENTS 



INSTANTIATE 

HEADER 
COMPRESSION 
INSTANCE 



I 



INTIALIZE HEADER 
COMPRESSION 
INSTANCE 



502 



504 



506 



508 



522 



510 



UPDATE 
FORWARDING 
TABLE 



511 



SEND 
ACKNOWLEDGMENT 



500 




UPDATE MOST 
RECENTLY ACK'D 
REFERENCE STATE 



516 



STOP ACKNOWLEDGING 
NEW UPDATES 
SENT BY MN 



518 



MAINTAIN CONNECTION 
USING MINIMAL HEADERS 



FIG. 5 



600 



START 




602 



604 



SEND ROUTER 
SOLICITATION MESSAGE 



606 



RESPOND WITH ROUTER 
ADVERTISEMENT 
MESSAGE 



L 



608 



SEND BINDING 
UPDATE 
MESSAGE 



610 



PROCESS BINDING 
UPDATE MESSAGE 



612 



HCD OPTION 
FOUND? 



614 



NO 



FORWARD 
COMPRESSED 
PACKETS TO MN 



YES 



616 




CAPTURE MOST 

RECENTLY 
ACKNOWLEDGED 
REFERENCE STATE 



UPDATE 
HCD OPTION 



SEND BINDING 
ACKNOWLEDGMENT 
MESSAGE TO MN 



618 



620 



622 



PROCESS DESTINATION 
OPTIONS IN 
ACCORDANCE WITH 
REFERENCE STATE 



624 



FORWARD BA 
MESSAGE TO MN 



626 



FIG. 6 



